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ﬁ Technical data

ENGINE: BRIGGS & STRATTON 13.5 hp (10kW) OHYV single cylinder, internal
combustion, 4 stroke, synchro-balanced (AVS).
HOURLY CONSUMPTION: 3.0 I/h.
STARTING SYSTEM: electric, with battery 12V.
GEARBOX: hydrostatic transmission.
CLUTCH: for PTO with V-belt.
GROUND SPEED: from 0 to 9 km/h with continuous variation
reverse from 0 to 4 km/h.
TYRES (GARDEN wheels) front: 13x5.00-6 - rear: 16x7.50-8.
BRAKE: rear parking disc brake.
OPERATOR SEAT: sprung and adjustable.
CUTTING DECK: side/rear discharge.
CUTTING SYSTEM: single rotating bar with swing flail blades.
CUTTING WIDTH: 850 mm.
BLADE SPEED: 74 m/sec.
CUTTING HEIGTH: from 35 mm to 85 mm,
6 cutting positions plus 1 for transfer.
WORK CAPACITY: 4500 m?/h (indicative).
INTERNAL STEERING RADIUS: 485 mm.
FUEL TANK: 3 litres.
IMPLEMENTS: towing bar and front headlight as standard features

SIZES:

Width: 900 mm,
Length: 1895 mm,
Height: 975 mm.
WEIGHT: 215 kqg.
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